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ABSTRACT. This paper presents the study of the mechanical behavior of a microstructure designed to detect 
acceleration and angular velocity simultaneously. The new resonant micro-sensor proposed, fabricated by the 
ThELMA© surface-micromachining technique, bases detection of two components of external acceleration (one 
in-plane component and one out-of plane component) and two components of angular velocity (roll and yaw) 
on the variation of frequency of several elements set in resonance. The device, despite its small dimensions, 
provides a differential decoupled detection of four external quantities thanks to the presence of four slender 
beams resonating in bending and four torsional resonators. 
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INTRODUCTION  
 
icro-Electro-Mechanical Systems (MEMS) or microsystems, are micro-sized devices (see e.g. [1, 2]) nowadays 
largely used in the consumer and automotive market. Their diffusion is exponentially increasing in the 
biomedical market; their use is also growing in structural engineering as efficient and low-cost devices for 
structural health monitoring. Typical examples of widely diffused MEMS are accelerometers, gyroscopes, pressure 
sensors. The fast evolution of MEMS technology is mainly driven by the attempt to reduce the total size of the 
microsystem, while keeping the power consumption low and the sensitivity high enough for the specific applications. To 
reduce the cost and the dimensions required to embed several sensors for detecting the various external quantities, there is 
a trend to integrate a number of detection structures within the same device. Several proposals consists in integrating in a 
single die several sensors with different proof masses, a review of multi-DOF inertial MEMS is presented in [3]. Some 
interesting proposals also exist of multi-axial inertial sensors with a single proof mass: in [4] a five-axis sensor (3-axis 
accelerometer and 2-axis gyroscope) with capacitive detection was fabricated using silicon bulk micromachining; in [5] a 
six-axis vortex sensor (3-axis accelerometer and 3-axis gyroscope) with piezo-resistive detection was proposed. 
In this line of research, in the present work we study an integrated structure for a micro-gyroscope and accelerometer. 
The device is fabricated by the Thelma© surface-micromachining technique [6] that makes it possible to obtain planar 
suspended structures with relatively small thickness, anchored to the substrate through flexible parts (springs) and 
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consequently able to displace with respect to the underlying silicon substrate.  The proposed four-axis sensor makes use of 
differential resonant detection for both in-plane and out-of plane acceleration components and roll and yaw velocity 
components. 
Resonant detection, as compared to other measuring techniques, has the advantage of affording a direct frequency output, 
of a quasi-digital type, a high sensitivity and a wide dynamic range. While several resonant accelerometers have been 
proposed in the literature [7-10] there exist a few examples of micro-gyroscopes with resonant detection [11-12]. 
The proposed device makes simultaneous use of two different operating principles typical of resonant MEMS: the 
frequency shift due to the presence of axial stresses in slender resonating beams and the frequency shift due to variations 
of the so-called electrical stiffness in torsional resonators. In particular, external in-plane acceleration or yaw velocity make 
the proof masses translate and induce axial forces in bending resonators, while external out-of-plane acceleration or roll 
velocity make the proof masses tilt and change the electrical stiffness of torsional resonators. 
The paper is organized as follows. The first section presents the device design, discusses the mechanical behavior of the 
resonating parts and provides an analytical estimate of the sensitivity. The second section focuses on the fabricated device 
and presents the results of numerical modal simulations. Experimental characterization of the integrated sensor is 
currently under development.  
 
 
DEVICE DESIGN 
 
Device structure 
he proposed structure is schematically shown in Fig. 1. The device is constituted by two moving proof masses 
attached to the substrate by means of folded springs which allow their translation in the plane and their tilting 
around the axes a-a. Four bending resonators (labelled I, II, III and IV in Fig. 1) are located beside the masses and 
attached to them through the external springs and four torsional resonators (labelled 1, 2, 3 and 4 in Fig. 1) are directly 
attached to the masses.  
The variation of the resonance frequency in the flexural resonators is induced by the presence, upon translation of the 
inertial mass, of axial stresses while in the torsional resonators it is induced by variations of the so-called “electrical 
stiffness” to which the resonator mass is subjected. The simultaneous use of these two different type of resonators allows 
realizing of a four-axis sensor with reduced dimensions.  
By means of the flexural resonator elements, the integrated detection structure enables differential detection of an angular 
velocity acting about an out-of-plane direction, the yaw angular velocity Ωz, and of a linear acceleration ay along the y-axis. 
In addition, by means of the torsional resonator elements, the integrated detection structure enables differential detection 
of an angular velocity acting about the y-axis, the roll angular velocity Ωy, and of a linear out-of-plane acceleration az. 
 
 
Figure 1: Schematic plan view of the structure, for detection of acceleration and angular velocity.  
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Bending and torsional resonators 
We first focus on the modelling of the two types of resonator which constitute the sensing elements of the integrated 
structure. 
The flexural resonators are very thin beams attached to the substrate at one end and to the springs at the other end, at a 
certain distance H from the anchor point (see Fig. 2(a)). The optimal length of H is selected to maximize the sensitivity of 
the device. The electrostatic driving of the resonator is done by means of an electrode attached to the substrate with initial 
gap d0; another parallel electrode allows for the sensing. During functioning a polarization voltage Vp is applied to the 
resonator while a small oscillating signal va(t) applied to the driving plate drives the beam to resonance.  
In the absence of external input, the resonator has the nominal frequency 0f  
 
0
1
2
m ek kf
m
           (1) 
 
where mk , ek  and m are the equivalent mechanical and electrostatic stiffness and the equivalent mass, respectively. 
 
 
 
Figure 2: Schematic views of the resonators: (a) in-plane view of bending resonator, (b) in-plane and side view of torsional resonator  
 
Their expressions can be obtained as in [13] making use of the Hamiltonian’s principle and searching for the solution, in 
terms of transverse displacement of the beam, in the form ( , ) ( ) ( )w y t y W t . Using as ( )y  the eigenfunction of a 
doubly clamped beam these equivalent properties read: 
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where E is the Young’s modulus, A and I the area and the momentum of inertia of the cross section, 0  is the dielectric 
permittivity, s is the out of plane thickness and   the mass density. 
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When, due to an external acceleration or yaw angular velocity, the in-plane inertia force or the Coriolis’ force is applied to 
the proof masses, an axial force N  is exerted on the resonators and their frequency changes according due to an 
additional geometric stiffness term Gk  
 
 2
0
4.88h
Gk N dy Nh
                                (3) 
 
In the case of a tensile axial load N the beam oscillation frequency increases while in the case of a compressive load it 
decreases [14-16] according to the relation: 
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Since the resonating beam is very slender and the gap d0 is very small, nonlinear effects can appear due to both 
geometrical and electrostatic effects. However, the presence of the little horizontal part of length H, see Fig. 2(a), partially 
releases the axial constraint, thus lowering the higher order mechanical stiffness terms and widening the regime of linear 
oscillation. The electrostatic stiffness nonlinearities can be reduced by lowering the actuation voltage va(t); the sensor 
proposed in this work will be actuated in the linear regime. A detailed discussion on the nonlinear behavior of the 
resonator can be found in [13,17].  
The other resonators included in the device are torsional resonators constituted by a small mass of in-plane dimensions 
2b L  and out-of-plane thickness s connected to the proof mass by two folded torsional springs, which allow for its out-
of-plane rotation ( , )x t (see Fig. 2(b)). When in the rest position, the mass is at distance 0g  from both the electrodes (see 
Fig. 2(b)) and the torsional resonator has the nominal frequency 0   
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where J is the torsional momentum of inertia, massJ  is the centroidal mass moment of inertia of the rigid mass, l is the 
total length of one of the folded torsional springs and G is the shear elastic modulus. 
The sensing electrode is usually connected to a virtual ground at zero voltage while the mass is kept at the polarization 
fixed voltage Vp (see Fig. 2(b)). By applying a small variable voltage va(t) to the driving electrode the mass is 
electrostatically actuated and can dynamically vibrate. 
When, due to external actions, the proof masses tilt, there is a change of gap 0g  between the resonators and the 
electrodes and the frequency changes according to equation (5). 
As for the bending resonators nonlinear effects can appear for high values of va(t) due to higher order terms in the 
electrostatic stiffness. The nonlinear behavior and the range of actuation available to ensure operation in the linear regime 
are studied in [18]. 
 
Device operation principle 
During the gyroscope-accelerometer functioning the inertial proof masses are kept in resonance according to their in-
plane translational mode in x direction by means of electrostatic driving implemented by the respective driving electrodes 
(see Fig. 1).  
Also the bending resonator elements (labeled I, II, III, IV in Fig. 3) are kept in resonance according to the first flexural 
mode in the plane along the first axis x, by means of electrostatic interaction with the driving electrodes. In absence of an 
external angular velocity or linear acceleration, all resonators have the same nominal frequency 0f , see eq. (1). 
When an external yaw angular velocity Ωz is applied, two Coriolis’ forces Fc originate on the two inertial masses; they are 
directed along the axis y, have opposite signs (see Fig. 3(a)) and have modulus: 
 
2c zF m x              (6) 
 
where x is the linear velocity of the inertial masses due to resonant driving and m  is their mass. 
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Consequently, the resonators, are subjected to an axial action: in particular, two of them, for instance resonators I and IV, 
are subjected to a compressive force, whereas the other two, for instance II and III, are subjected to a tensile force of the 
same intensity, N, 
2
c
II III I IV
FN N N N               (7) 
 
where   is a force-amplification factor, depending on the geometry of the resonator and in particular on H.  
Because of the axial stress, the frequency of oscillation of the resonators subjected to compression decreases, whereas the 
frequency of oscillation of the resonators subjected to tension increases, according to the relation (4). 
 
 
Figure 3: Schematic plan view of the structure: (a) detection of the yaw angular velocity Ωz, (b) detection of the linear acceleration ay  
 
Combining the readings of frequency of the four bending resonators from equation (4), linearized around the nominal 
frequency f0, one can compute the external yaw angular velocity Ωz 
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On the other hand, when an external linear acceleration ay  is applied, as shown in Fig. 3(b), the inertial masses are 
subjected to inertia forces Fa directed in the y direction, with the same sign and with modulus  
 
a yF ma            (9) 
 
As a result of the inertia forces Fa, the bending resonators are again subjected to axial stresses, but in this case, these axial 
stresses are of the same sign in the resonators I and III, and they are of the same sign in the resonators II and IV.  
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Combining the readings of the four resonators starting once again from equation (4) linearized around the nominal 
flexural oscillation frequency f0, one obtains a measure of the external acceleration ay: 
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Therefore, via a different combination of the quantities supplied by the same resonator elements it is possible to detect 
simultaneously the yaw angular velocity Ωz and the linear in-plane acceleration ay; both measures are of differential type. 
The measure of  the roll angular velocity Ωy  and of the linear out-of-plane acceleration az is performed by means of the 
torsional elements labeled 1, 2, 3, 4 in Fig. 4, kept in resonance according to their torsional natural mode through the 
driving electrode located below them on the substrate.   
When an external roll angular velocity Ωy is applied, two Coriolis’ forces, labeled Fc in Fig. 4(a), originate on the inertial 
masses which are oscillating in the x-direction. These forces are directed along the out-of-plane axis z, have opposite signs 
and the modulus is given by     
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xmF yc Ω2                (12)  
 
As a result, the two inertial masses rotate about their respective axis of rotation a-a in the same direction (see Fig. 4(a)) of 
the angle: 
 
Ω
 3 3 ltsG
Rxmβ Gy                 (13)  
 
where RG  is the distance between the a-a axis of rotation of a proof mass and the center of gravity of the same mass,  is 
the total length of one folded torsional spring attaching the mass to the substrate and t its in-plane thickness. 
 
 
 
Figure 4: Schematic plan view of the structure: (a) detection of the roll angular velocity Ωy, (b) detection of the linear acceleration az  
 
In particular, a first resonator element approach the substrate and its gap reduces to 0g R  while the other resonator 
element move away from the same substrate and its gap increases to 0g R ,  R being the distance between the a-a axis 
and the torsional resonator’s axis of rotation. The torsional resonators change their natural frequencies according to (5) as 
a consequence of their electrostatic stiffness variation  
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By combining the readings of the four torsional resonators and linearizing one obtains the frequency shift which provides 
a differential measure of the roll angular velocity Ωy: 
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In the presence of linear out-of-plane acceleration az, (see Fig. 4(b)), two forces of inertia Fa originate on the two inertial 
masses directed along the axis z, which have in this case the same sign. Because of these forces, one inertial mass rotates 
counterclockwise, while the other rotates clockwise by an angle: 
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In this case, therefore, frequency variations of the same sign occur in the torsional resonator elements 1 and 4, and in the 
torsional resonator elements 2 and 3. Similarly to what done for the measure of the roll velocity, combining the readings 
of the four torsional resonators, the following expression is obtained, allowing for the measure of the external acceleration 
az : 
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FABRICATED DEVICE 
 
he designed integrated structure has been produced with the surface micromachining process ThELMA© which 
has been developed by STMicroelectronics to realize silicon inertial sensors and actuators.  
The main process phases are substrate thermal oxidation, deposition and patterning of horizontal 
interconnections, deposition and patterning of a sacrificial layer, epitaxial growth of the structural layer, structural layer 
patterning by trench etch and sacrificial oxide removal and contact metallization deposition (see [6] for more details). 
The inertial masses of the integrated structures and the proof masses of the torsional resonators have holes to allow the 
complete oxide removal below it. 
The produced integrated structure is shown in the SEM micrograph of Fig. 5. 
The integrated structure is packed at the pressure of 1mbar with getter to avoid degasing. 
 
 
 
Figure 5: SEM image of the integrated structure for a resonant micro-gyroscope and accelerometer 
 
 
Numerical analyses 
The eigenmodes of the device have been calculated through a three dimensional finite element analysis performed by the 
commercial code COMSOLMulthyphisics©: the first 6 modes together with the first bending mode of the beam 
resonators (21st mode for the whole structure) are reported in Tab. 1 along with small pictures of the corresponding 
modal shape. For the sake of an easier visualization, the contours of the magnitude of the displacement are shown on the 
modal shapes. The driving modes for the inertial masses is around 10 kHz, the natural frequency of the torsional 
resonators is 22.5 kHz and the natural frequency of the bending resonators is 243 kHz.  
Note that the resonators have been designed to oscillate at very different frequencies in order to obtain similar sensitivities 
for the out-of-plane and in-plane external acceleration and angular velocity components. The separation of the frequencies 
also ensure a very low cross-talk in sensing. 
With a size of the two inertial masses of approximately 420 µm x 470 µm x 22 µm and a bias voltage of 6V, the expected 
sensitivity as accelerometer in both of the directions y and z is higher than 350 Hz/g, while the sensitivity as gyroscope is 
approximately 0.15 Hz/°/s.  
The experimental characterization of the device is currently under development. 
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Mode # Frequency (kHz) Description  
1 1.33 
In-plane translation of 
the whole mass along 
y-axis 
2 2.26 
Out-of –plane rotation of 
the whole 
mass around axis a–a 
 
3 10.11 
In-plane translation of 
the whole mass along 
x-axis (driving mode) 
4 12.61 
In-plane rotation of the 
whole mass around 
z-axis 
5 13.44 Torsional mode of  the proof mass 
6 22.52 First mode of torsional resonators 
    
21 243 First mode of  bending resonators 
 
Table 1: Principal modes of the device. Because of the device’s symmetry only one half of it is plotted. 
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CONCLUSION 
 
n the present work, an innovative resonant four-axis inertial sensor has been designed, modelled and fabricated. 
Analytical and numerical finite elements simulations have been used during the design phase for the evaluation of the 
device performances and for the maximization of its sensitivity.  
The resulting structure has only two inertial masses and, despite its extremely reduced dimensions, enables differential 
detection of two different angular velocities and of two different linear acceleration components. Resonant detection is 
used for the four axis, with two different kind of resonators respectively oscillating in bending and in torsion. 
The differential reading enables detection of the external quantities even in the presence of eigenstresses due e.g. to 
temperature variations. Moreover, the differential reading increases the range of linearity and the sensitivity of the 
proposed inertial sensor. 
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